
LINK SEAL

1'-3"
CLEARANCE

12"
MIN.

12"
MIN.

18" MIN

(A) 4" 90 DEGREE BEND
(B) RODING AND BRACING PER RODING
AND BLOCKING TABLE
(C) BALL DRAIN VALVE
(D) 2 - 2 ½” THREADED N.S.T SIAMESE
CONNECTION FOR FIRE DEPT W/
AUTOMATIC BALL DRIP

PLAN

(A)

12" MIN.

(B)

(C)

ELEVATION

(E)

FINISHED GRADE

(D)

(E) SUMP HOLE FOR SUMP PUMP OR
GRAVITY DRAIN
(F) LINK SEAL, 1"-3" CLEARANCE

RANGE 18"- 48"

(E)

(A)(B)

3 ½ FEET
MINIMUM

16"

LINK SEAL
1"-3"

CLEARANCE

12"
MIN.

DOUBLE CHECK ASSEMBLY AND
VAULT WITH FDC ARRANGEMENT

FOR FIRE PUMP
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POURED IN PLACE CONCRETE PIPE
SADDLE OR METAL PIPE STAND

WITH RUST RESISTANT COATING

(C)

LINK SEAL

(F)

GALVANIZED
OR

CORROSION
RESISTANT

COATED



DOUBLE CHECK ASSEMBLY AND
VAULT WITH FDC ARRANGEMENT

FOR FIRE PUMP
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(H)

TO INAKE
SIDE OF

FIRE PUMP

TO DISCHARGE
SIDE OF FIRE

PUMP

ELEVATION SIDE VIEW

(I)

FINISHED GRADE

PARALLEL LINES IN SINGLE TRENCH
ELEVATION SIDE VIEW

3 ½ FEET
MINIMUM

FINISHED GRADE

UNDISTURBED
EARTH OR FIRM

SUBGRADE

NOTE: LINE TO
DISCHARGE SIDE OF

PUMP MUST SLOPE BACK
TO VAULT TO ALLOW

DRAINAGE

GALVANIZED
OR

CORROSION
RESISTANT

COATED

(F)

(F)


